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THE IDU™ (INDUCT DISINFECTION UNIT) IS 

USED TO ELIMINATE ODORS, BACTERIA, 

VIRUS, VOC’S, OFF GASSING AND MOLD 

CONTAMINATION. 

 

It is ideal for medical, clinical, institutional, 

veterinary, hospitality or residential use. 

It is equipped with a selector switch for 1 

or 2 hydroxyl generating optics. The unit 

is designed for continuous operation. It is 

excellent for the chemically sensitive or 

medically compromised individual. It is 

excellent for the control and removal of 

allergens.

SPECIFICATIONS

Dimensions . . . . . . . . . . . . 15.5” x 11.75” x 14.5” (38.72cm 
                                          x 30.48cm x 36.83cm) 
Weight . . . . . . . . . . . . . . . . 13.12lbs, 32.77kg
Power . . . . . . . . . . . . . . . . . 120V @ 0.8 Amps
Control . . . . . . . . . . . . . . . . 2 Position Selector Switch for 
                                          1 or 2 optics
Hour Meter  . . . . . . . . . . . . To show number of operating 
                                          hours
Number of Optics. . . . . . . 2               
Certification . . . . . . . . . . . ETL Canada/US - CSA  
                                          & UL Standards
                                          Meet or Exceed EPA - OSHA
                                          Standard & Guidelines
                                          Residual O3/Non-accumulative
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